O L RMIEE Material & Surface hardness
Material / #&

2% U#Hi Precision Lead Screws

Components / &B& Surface hardness / REEE

SKS3. SCM415, SUS440C HRC50 or more  (HRC50LL L)

ZEEEM MG —X
Customized products MG series

Shaft / taU#h

SUS303 N/A GRE%RL)

Nut/Fv b BCé. C5191B N/A RERL)

IHMALZZ0N,

KSSTIE. R—IRLDATEL, BEEVRUCOEELTOET,
R L TREERTERIVNEY FRP. BEZHEWBRE LRVABERLEIC

KSS manufactures not only Ball Screws but also Precision Lead Screws.
It can be used as fine Pitch which Ball Screws do not have, and it can be

A RoHSHIEDEREEAE S (AQ30) DHCHFIEETY .
Note1)Leadless Copper alloy(AQ30) which conforms to RoHS regulation is available.

Oh LA EEEyFNMASHYE Combination of Shaft dia. & Pitch

Unit (B42) :mm

N e,
e \“ hievable when | ise product ded pich
A -~ AEICVARIE WhER fe5s precise products are neered Goran~ 5?7 025 | 035 | 04 | 045 | 05 | 07 | 075 | 08 | 10 | 125 | 1.5 | 20
Qg N i
Ok @Features 2 o O
INEY FOBIRDTTHE Possible to select fine Pitch
A=A U TIEFHRE LI VNS Y FARETTEETT . Itis possible to select fine Pitch which Ball Screws do not 2.5 © o
have.
3 ©) 0
N)I—=2arVhEE Wide variety of size
JISTREZINTWD X —MNUEER L. X—MLiiBh Ui Metric Fine Thread and Metric Coarse Thread based on JIS 4 @) O
ZELTWETHY, avhl. =771 L. ACMERCU. (Japanese Industrial Standard) are standardized but we
BFHEY F. 250 CHXRIGWVELET, also manufacture Trapezoidal Thread, Unified Screw 5 o O
Thread, ACME Screw Thread, special Pitch, and multiple
start Thread. b o o O
EMILY Low torque 7 o o o
BUTr—2o0/ IN7%ZED L. B 2y E2 Tz With knowhow of screw gauge, we make use of grinding
B LEHBICKY  RUNMIHOKREES P LSO E PP L. technique, and lapping technique, so fine surface 8 o o o o -
BRIV, REZEZRIRLTOET, roughness and low wobble become reality, which lead low
torque and less wear.
9 ©) ©) O O O
+v MAROBHE Flexibility of Nut configuration 10 © © o o 0
FTYMARICH T BEIDHR. BBERORBREHIAEDETHRAAZ  Nut configuration is not restricted and it is possible to O IR LA o e P P T
CHEIENSTETRETT ; ; ' ; — ML B E DT ecommended model including Metric Fine Pitc read.
ICBUEDRIRETT . manufacture in accordance with customer's design. O A anL M e T
O X—=RkILEFRL [J Metric Trapezoidal Thread.

*HHERIIKSSETITRHK S EE LN, ***Blank : Can be manufactured, but please inquire KSS.

OHEUVU'BSNIERK Model number notation
MG 6 P=05 (2N) — 120 R
T [ [ [ [ T
® @ ©) ® ® ®

150
T
@

@iE/NEYF (0.1mm) #EW 3 L / Ultra Fine Pitch (0.1mm) Lead Screws
FERERICIEFZEH L TOWEEAD . KSSTIFEEE > TE/AMIEMEED L.
WY F (0.1mm) ROBEEEBEDPHYFT,

CEVRLES (DLead Screws series No. BN F &% CELORAIE, KSSETHMUEDE EEL,
MG : #EX ) L MG : Precision Lead Screws - ‘ o
M —i%JR L M : General Lead Screws 0.Tmm Pitch is not shown on the table above, but with our machining
** X — N LIS OBEIF BEPERY FT, **Sign differs other than M-thread Screw. technique, we have experiences to manufacture 0.Tmm Ultra Fine Pitch
@1 Lot (mm) @Screw Shaft outside diameter(mm) Lead Screws. If 0.Tmm pitch is needed, please inquire KSS.
@Y F(mm) ®Pitch(mm)
@FK @®Number of Thread
IN=25. 15348 2N=double-start thread.No identified for single-start thread
®R LUERE (mm) ®Screw thread length (mm)
®%AHm R=#FAHL, L=kl ®Thread direction R=Right-hand, L=Left-hand
@R L#hzR (mm) @Screw Shaft total length (mm)
&3 37
B a . _ _ B a
¢ @ ADBREEH ORI DMAFENCER OV ELET, N @
<=8 SEBESR. EAMT ERIFOESICTH OV LETA. =S
) o Note 1)Model number is mentioned in specification document that we hand in. ) e
Gy Note 2)Accuracy, Axial play are not mentioned in Model number notation. Gy
& &
I I
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Unit (B4 ‘mm

Axial play max. 0.005
005~0.01 010~0.02 015~0. 020~0.
g e 0 00T 0.005~0.010 0.010~0.020 0.015~0.030 0.020~0.050
Unit(Bf) :mm
Shgftdia.
Grade RUHsE 2 2.5 3 4 5 6 7 8 9 10
e
Precision type
25 30 80 120 160 200 250 300 350 400
EER
DB 25 40 90 140 180 250 300 350 400 450
AR

1#ECEADRLUZMIL. TNENICTY NEEE
L7eRR& 1 7D R LU TY.
1IDODE—RTEADTY MDHFAESZ L. BFREULE
RO, BROEITNET,

TV hORRSBRICERFETEET,

Right—hand thread

Left—hand thread Work Witith Al
Rl =¥ Coupling
HyTIG

Motor
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Cc103

Bi-directional Lead Screws which are machined Left
handed and Right handed thread on a Shaft,

and Nuts are mounted on each thread. Both Right
and Left Nuts move symmetrically, precise
positioning, and width adjustment by single motor.
Nut configuration is designed freely to suit
customer’s requirements

KSSDEW 1 Uld. AHIERMZERE L cRRTH S 728D,

BEEVRLELTEELTVET,

PEHRODIREICKY . BEMARE L TYIRIMIOADIZE
R UHBXICPIEETT . Fo. REEEDBRIE. 1L
BhEmEMI CEET D2 EHRIRETT. xRl

ELT. 7Y beBRETEMELLE A TOXETEET.

ZOBE. REAERFSRICKDFHAFKHITOET.

DRLCEHET Y MIRLGDMEZHERNZLET,

DR LEICEISEECHENRESS<ARSBNKDIC
FCRRELNET,

NRLTIIETINYERETDEIRLICEDT,
HBIIEOTERTT,
HBETRICRSBVEDFIRLTILEZL,

KSS Lead Screws are defined as precision Lead
Screws due to making use of grinding technique.
According to customer’s request, we manufacture
Lead Screws which are done only machining process
as a low price version. Moreover, when mass-
production, it is possible to manufacture Screw Shaft
by Rolling process.

The Lead Screws which have plastic Nuts are also
available as special Lead Screws. In mass-
production case, plastic Nuts are produced by
injection mold.

1)We recommend Shaft and Nut are made from

different materials.

2)Make sure not to raise surface pressure and

relative velocity on thread surface.

3)Lubricating is highly important for Lead Screws

due to sliding contact by Flank surface.
Make sure not to be lack of lubricant.
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